
41

Major Streets

Mj



42

Mj

plan  (not to scale)
urban
parkway

U-4

Four Lane
Urban Major

U-5
a

U-5
b

U-6
a

U-6
ba



43
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NOTE: Four-Lane Urban Major street classification is applicable to streets of limited length, where intersections are closely spaced,
where there is extensive driveway access, or in other situations where the speed is expected to be less 45 mph (70 km/h) or less.
1 Widen additional 10 ft. (3.0 m) at approaches to intersecting four- or six-lane streets to provide a minimum of 250 ft. (75 m) of two-lane

left-turn storage, exclusive of transitions. Receiving lanes for dual lefts shall be 12 ft. (3.6 m) wide. In instances where supporting
information exists, such as an approved traffic impact study, showing clearly that dual left-turn lanes would not be warranted, the
standard curb-to-curb width may be permitted.

2 At intersections, a minimum 6 ft. (1.8 m) wide refuge island shall be maintained in the center median.
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1 Widen additional 10 ft. (3.0 m) at approaches to intersecting four-or-six-lane streets to provide a minimum of 250 ft. (75 m) of
two-lane left-turn storage, exclusive of transitions. Receiving lanes for dual lefts shall be 12 ft. (3.6 m) wide. In instances where
supporting information exists, such as an approved traffic impact study, showing clearly that dual left-turn lanes would not be
warranted, the standard curb-to-curb width may be permitted.

2 At intersections, a minimum 6 ft. (1.8 m) wide refuge island shall be maintained in the center median.
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NOTE: Six-Lane Urban Major street classification is applicable to streets of limited length, where intersections are closely spaced,
where there is extensive driveway access, or in other situations where the speed limit is expected to be 45 mph (70 km/h) or less.
1 Widen additional 10 ft. (3.0 m) at approaches to intersecting four-or-six-lane streets to provide a minimum of 250 ft. (75 m) of two-lane

left-turn storage, exclusive of transitions. Receiving lanes for dual lefts shall be 12 ft. (3.6 m) wide. In instances where supporting
information exists, such as an approved traffic impact study, showing clearly that dual left-turn lanes would not be warranted, the
standard curb-to-curb width may be permitted.

2 At intersections, a minimum 6 ft. (1.8 m) wide refuge island shall be maintained in the center median.
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1 Widen additional 10 ft. (3.0 m) at approaches to intersecting four-or-six-lane streets to provide a minimum of 250 ft. (75 m) of
two-lane left-turn storage, exclusive of transitions. Receiving lanes for dual lefts shall be 12 ft. (3.6 m) wide. In instances where
supporting information exists, such as an approved traffic report, showing clearly that dual left-turn lanes would not be
warranted, the standard curb-to-curb width may be permitted.

2 At intersections, a minimum 6 ft. (1.8 m) wide refuge island shall be maintained in the center median.
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